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Building Integrated Photovoltaics
Integración Fotovoltaica en Edificios

Tel. (+34) 978 619 545
E-mail: export@controlglass.com

Maximum power 85 +/- 5 W

Maximum power voltage 69,7 +/- 2,8 V

Maximum power current

Open circuit voltage

Short circuit current

FF

Efficiency

1,24 +/- 0,05 A

Maximum system voltage 1.000 V

Bypass diode current 10 A

Maximum series fuse 3 A

91,1 +/- 3,6  V

1,53 +/- 0,06 A

62 +/-  3 %

6,04 +/- 0,3 %

Electrical characteristics

Maximum power - 0,21 % +/- - 0,02 % C-1

Maximum power voltage - 0,27 % +/- - 0,03 % C-1

Maximum power current

Open circuit voltage

Open circuit voltage

NOCT

- 0,059 % +/- - 0,012 % C-1

- 0,28 % +/- - 0,03 % C-1

- 0,038 % +/-

40,5

- 0,008 % C-1

ºC

Temperature coefficients

Lenght

Thickness

Weight panel

1.298

11,5

40,1

+/-

+/-

+/-

1,0

0,5

2,0

mm

mm

Kg

Width 1.098 +/- 1,0 mm

Dimensions

Active.Lite is a product manufactured 
by Unión Vidriera Group in order to get 
BIPV (Building Integrated Photovoltaics)

ACTIVE.LITE es un producto fabricado 
por el Grupo Unión Vidriera para 
conseguir la Integración Fotovoltaica 
en Edificios

 Glass

Low Iron Tempered Glass

PVB

Back Contact
 a-Si
TCO

 Glass
PVB

Power (W) 
garnet line

Current (A)
grey line

Voltage (V)

0,0 0

0,2 20

500 100

0,4 40

0,6 60

0,8 80

1,0 100

1,2 120

1,4 140

1,6 160


